
Model
Rated
Power

KW

Rated Voltage
V

Rated Current
A

Rated Frequency
Hz

Diesel
Overall size
(L×W×H)mm

Weight
KgType Power/Speed 

KW/rpm

TPMJ150J 150 400 271 50 TBD234V6 186/1500 2425×1120×1845 2740

TPMJ200J 200 400 361 50 TBD234V8 249/1500 2770×1120×1845 3200

TPMJ220J 220 400 396 50 TBD234V8 249/1500 2770×1120×1845 3200

TPMJ280J 280 400 504 50 TBD236V8 323/1500 2770×1120×1845 3200

TPMJ320J 320 400 577 50 TBD234V12 373/1500 3670×1265×1845 4500

TPMJ100Y 100 400 180 50 TD234V6 116/1500 2860×1120×1845 2800

TPMJ150Y 150 400 271 50 TBD234V6 186/1500 2860×1120×1845 2800

TPMJ200Y 200 400 361 50 TBD234V8 249/1500 3210×1120×1845 3400

TPMJ350J 350 400 632 50 TBD604BL6 400/1500 3664×1350×2132 5259

TPMJ400J 400 400 722 50 TBD604BL6 450/1500 3722×1350×2132 5430

TPMJ450J 450 400 812 50 TBD604BL6 500/1500 3812×1350×2132 5430

TPMJ500J 500 400 902 50 TBD604BL6 550/1500 3812×1350×2132 5500

TPMJ750J 750 400 1350 50 TBD620V8 834/1500 4200×1655×2270 7200

TPMJ1000J 1000 400 1800 50 TBD620V12 1251/1500 4790×1690×2270 9500

TPMJ1100J 1100 400 1980 50 TBD620V12 1251/1500 4792×1692×2270 9500

TPMJ1500J 1500 400 2700 50 TBD620V16 1668/1500 5086×1800×2500 12500

TPMJ320J 320 450 514 60 TBD604BL6 372/1200 3665×1350×2130 5430

CCFJ200J 200 450 321 60 TBD234V6 222/1800 2425×1120×1845 2740

CCFJ400J 400 450 642 60 TBD234V12 444/1800 3670×1265×1845 4500

CCFJ480J 480 450 770 60 TBD604BL6 540/1800 3815×1350×2130 5500

CCFJ540J 540 450 867 60 TBD604BL6 600/1800 3815×1350×2130 5500

CCFJ800J 800 450 1284 60 TBD620V8 910/1800 4200×1696×2274 7200

CCFJ1200J 1200 450 1925 60 TBD620V12 1364/1800 4795×1695×2274 9500

CCFJ1600J 1600 450 2568 60 TBD620V16 1819/1800 5086×1800×2500 12500


